
1 Luminaire data
1.1 ... (191216 NDP1 40K-24V-C90  SF1903 VER 3...)
1.1.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 1/6Relux1
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cd / 1000 lm

C0 C90 C180

0° 324 313 324

10° 313 306 307

20° 293 291 284

30° 266 269 257

40° 239 241 233

50° 206 208 191

60° 152 153 148

70° 108 101 99

80° 58 47 57

90° 29 6 23

100° 20 0 19

110° 20 4 20

120° 9 3 6

130° 4 7 0

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191216 NDP1 40K-24V-C90  SF1903 VER 3.2e 28LM9.ies
Luminaire name : 
Equipment : 1 x ,  / 86 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092401.ldt

Efficiency factor : 100%
Luminaire efficacy : 86 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 57.8° C0
57.9° C90
56.2° C180
55.7° C270



1 Luminaire data
1.2 ... (191216 NDP1 57K-24V-C90  SF1909 VER 3...)
1.2.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 2/6Relux1
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C0 C90 C180

0° 313 316 313

10° 296 314 311

20° 291 293 303

30° 271 268 277

40° 229 244 243

50° 193 199 204

60° 142 147 165

70° 94 103 117

80° 43 45 63

90° 23 0 23

100° 18 2 25

110° 12 0 22

120° 9 0 7

130° 0 10 7

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191216 NDP1 57K-24V-C90  SF1909 VER 3.3e 28LM9.ies
Luminaire name : 
Equipment : 1 x ,  / 89 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092403.ldt

Efficiency factor : 100.1%
Luminaire efficacy : 89.09 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 56.0° C0
57.1° C90
60.7° C180
55.8° C270



1 Luminaire data
1.3 ... (191217 NDP1 60K-24V-C90 SF1810 VER 3....)
1.3.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 3/6Relux1
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0° 323 323 323

10° 321 325 324

20° 307 304 294

30° 281 276 278

40° 236 248 246

50° 198 208 202

60° 145 153 151

70° 98 101 99

80° 57 37 48

90° 17 5 20

100° 25 3 10

110° 16 4 12

120° 6 4 3

130° 6 4 12

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191217 NDP1 60K-24V-C90 SF1810 VER 3.1e 28LM9.ies
Luminaire name : 
Equipment : 1 x ,  / 94 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092404.ldt

Efficiency factor : 100%
Luminaire efficacy : 94 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 55.6° C0
57.2° C90
56.6° C180
54.2° C270



1 Luminaire data
1.4 ... (191216 NDP1 27K-24V-C90  SF1906 VER 3...)
1.4.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 4/6Relux1
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C0 C90 C180

0° 314 323 314

10° 311 317 321

20° 295 299 295

30° 277 268 262

40° 234 227 231

50° 211 196 196

60° 157 152 148

70° 96 100 105

80° 61 33 58

90° 22 0 18

100° 18 0 26

110° 23 1 15

120° 11 14 12

130° 5 4 0

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191216 NDP1 27K-24V-C90  SF1906 VER 3.3e.ies
Luminaire name : 
Equipment : 1 x ,  / 79 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092406.ldt

Efficiency factor : 100.1%
Luminaire efficacy : 79.08 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 58.7° C0
57.3° C90
56.7° C180
55.9° C270



1 Luminaire data
1.5 ... (191216 NDP1 30K-24V-C90  SF1907 VER 3...)
1.5.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 5/6Relux1
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0° 318 317 318

10° 314 301 311

20° 303 290 297

30° 268 271 271

40° 236 232 239

50° 198 204 197

60° 157 152 158

70° 101 100 105

80° 47 43 60

90° 28 1 28

100° 21 0 27

110° 12 0 24

120° 6 7 12

130° 0 0 7

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191216 NDP1 30K-24V-C90  SF1907 VER 3.3e.ies
Luminaire name : 
Equipment : 1 x ,  / 81 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092408.ldt

Efficiency factor : 100.1%
Luminaire efficacy : 81.08 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 59.0° C0
58.3° C90
59.3° C180
55.5° C270



1 Luminaire data
1.6 ... (191216 NDP1 35K-24V-C90  KM1707 VER 2...)
1.6.1 LDC

Object
Installation
Project number
Date

:
:
:
: 22.01.2020

-please put your own address here-
Page 6/6Relux1
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0° 324 324 324

10° 319 312 323

20° 299 306 316

30° 263 268 287

40° 230 231 256

50° 189 206 209

60° 144 150 161

70° 88 99 118

80° 44 36 65

90° 16 5 22

100° 22 5 18

110° 16 0 20

120° 11 0 3

130° 6 5 7

140° 0 0 0

150° 0 0 0

160° 0 0 0

170° 0 0 0

180° 0 0 0

cd / 1000 lm

C0 / C180 C90 / C270

Manufacturer : 
Order number : 191216 NDP1 35K-24V-C90  KM1707 VER 2.4 28LM9.ies
Luminaire name : 
Equipment : 1 x ,  / 83 lm
Dimensions : D 0.04 in x H 0.04 in
File name : rlx_20200122092410.ldt

Efficiency factor : 100.2%
Luminaire efficacy : 83.17 lm/W (A41)
Light distribution
Beam Angle

: asymmetric
: 54.9° C0
56.9° C90
58.6° C180
55.1° C270


