Object
Installation
Project number
Date

- 22.01.2020

1 Luminaire data
1.1 ... (191223 NDP7 35K-24V-C90 KM1706 VER 2....)

1.1.1 LDC
150° 180° 150°
CO C90 C180
0° | 324 | 321 | 324
10° | 320 | 314 | 317
. . 20° | 303 | 295 | 300
120 120 30° | 275 | 267 | 274
40° | 244 | 231 | 240
50° | 201 | 189 | 199
60° | 155 | 138 | 152
70° | 104 | 83 | 105
\ , 80°| 56 | 29 | 55
. . 90° | 21 2 24
90 90 100°| 19 | 1 | 22
) \ 110°| 16 2 19
120°| 12 2 15
( 100 ‘ 130°| 10 | 2 10
140°| o 0 0
150°| o 0 0
60° 200 60° 160°| o 0 0
& 170°| o 0 0
180°| o 0 0
00 cd /1000 Im
30° 0° 30°
—Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Efficiency factor : 100%
Order number : 191223 NDP7 35K-24V-C90 KM170t Luminaire efficacy : 73.57 Im/W (A41)
Luminaire name : Light distribution : asymmetric
Equipment :1x, /515Im Beam Angle :58.4° CO
Dimensions :D0.04inxHO0.04in 55.3° C90
File name : rlx_20200122093440.Idt 57.9° C180
57.4° C270
-please put your own address here-
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Object
Installation
Project number

Date - 22.01.2020

1 Luminaire data

1.2 ... (191223 NDP7 57K-24V-C90 SF1909 VER 3....)
1.2.1 LDC
150° 180° 150°
CO C90 C180
0° | 321 | 320 | 321
10° | 317 | 314 | 315
. . 20° | 300 | 295 | 299
120 120 30° | 274 | 267 | 274
40° | 240 | 230 | 240
50° | 201 | 188 | 201
60° | 154 | 137 | 154
70° | 103 | 83 | 103
\ ) 80°| 53 | 30 | 55
. . 90° | 23 | 2 | 23
%0 0% T1o0°| 20 | 1 | 10
) \ 110°| 18 2 18
120°| 15 2 14
100 ‘ 130°| 10 2 9
140°| o 0 0
150°| o 0 0
60° 200 60° 160°| o 0 0
\ 170°| o 0 0
# 180°| o 0 0
00 cd /1000 Im
30° 0° 30°
—Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Efficiency factor : 100%
Order number : 191223 NDP7 57K-24V-C90 SF190¢ Luminaire efficacy : 84.43 Im/W (A41)
Luminaire name : Light distribution : asymmetric
Equipment :1x, /591 Im Beam Angle : 58.5° CO
Dimensions :D0.04inxHO0.04in 55.3° C90
File name :rlx_20200122093441.1dt 58.6° C180
57.6° C270
-please put your own address here-
Relux1 Page 2/5



Object
Installation
Project number
Date

- 22.01.2020

1 Luminaire data

1.3 ... (200108 NDP7 40K-24V-C90 SF1903 VER3.2...)
1.3.1 LDC
150° 180° 150°
CO C90 C180
0° | 329 | 328 | 329
10° | 329 | 320 | 319
. . 20° | 315 | 302 | 297
120 120 30° | 292 | 273 | 268
40° | 261 | 237 | 230
50° | 219 | 192 | 185
60° | 171 | 140 | 137
70° | 121 | 83 | 84
‘ , 80° | 65 | 29 | 34
. \ . 90° | 24 | 3 | 14
%0 / 0% T100°| 16 | o | 14
A \ 110°| 14 2 12
120°| 14 2 11
{ 100 % 130°| 11 2 7
140°| o 0 0
' 150°| o 0 0
60° 200 60° 160°| o 0 0
K B 170°| o 0 0
N 2 180°| o | o [ o
300. cd /1000 Im
30° 0° 30°
—Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Efficiency factor : 100%
Order number : 200108 NDP7 40K-24V-C90 SF190: Luminaire efficacy : 74.86 Im/W (A41)
Luminaire name : Light distribution : asymmetric
Equipment :1x, /524 1m Beam Angle :61.3° CO
Dimensions :D0.04inxHO0.04in 55.3° C90
File name : rlx_20200122093442.Idt 54.3° C180
57.1° C270
-please put your own address here-
Relux1 Page 3/5



Object
Installation
Project number

Date - 22.01.2020

1 Luminaire data

1.4 ... (191219 NDP7 27K-24V-C90 SF1906 VER 3....)
1.4.1 LDC
150° 180° 150°
CO C90 C180
0° | 319 | 320 | 319
10° | 313 | 313 | 315
. . 20° | 297 | 296 | 299
120 120 30° | 271 | 270 | 275
40° | 237 | 235 | 243
50° | 196 | 194 | 203
60° | 151 | 143 | 158
70° | 102 | 88 | 106
‘ ) 80° | 53 | 33 | 57
. . 90° | 26 | 3 | 21
90 . 90 100°| 21 1 18
f \ 110°| 19 2 17
( ) 120°| 16 2 13
100 130°| 11 2 10
140°| o 0 0
150°| o 0 0
60° 200 60° 160°| o 0 0
\ ) 170°| o 0 0
180°| o 0 0
06 cd /1000 Im
30° 0° 30°
—Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Efficiency factor : 100%
Order number : 191219 NDP7 27K-24V-C90 SF190¢ Luminaire efficacy :66.43 Im/W (A41)
Luminaire name : Light distribution : asymmetric
Equipment :1x, /465Im Beam Angle :57.9° CO
Dimensions :D0.04inxHO0.04in 56.5° C90
File name :rlx_20200122093444 1dt 59.5° C180
56.9° C270
-please put your own address here-
Relux1 Page 4/5



Object
Installation
Project number
Date

- 22.01.2020

1 Luminaire data
1.5 ... (191223 NDP7 30K-24V-C90 SF1910 VER 3....)

1.5.1 LDC
150° 180° 150°
CO C90 C180
0° | 318 | 318 | 318
10° | 311 | 312 | 316
. . 20° | 296 | 296 | 303
120 120 30° | 268 | 267 | 280
40° | 235 | 231 | 249
50° | 195 | 188 | 209
60° | 146 | 139 | 163
70°| 96 | 85 | 111
80° | 48 | 32 | 60
. . 90° | 24 2 21
90 90 100°| 21 2 16
\ 110°| 18 2 17
120°| 15 3 13
( 100 ‘ 130°| 10 2 9
140°| o 0 0
» ‘ 150°| o 0 0
60° 60° 160°[ o 0 0
200 170°| o 0 0
_ ) 180°| o 0 0
X cd /1000 Im
30° 0° 30°
—Cco/c180 e C90/C270
cd /1000 Im
Manufacturer : Efficiency factor : 100%
Order number : 191223 NDP7 30K-24V-C90 SF191( Luminaire efficacy : 67.57 Im/W (A41)
Luminaire name : Light distribution : asymmetric
Equipment :1x, /1473 1Im Beam Angle :57.1° CO
Dimensions :D0.04inxHO0.04in 55.7° C90
File name :rlx_20200122093446.1dt 60.5° C180
57.9° C270
-please put your own address here-
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